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Dispersion, ionic bonding and vibrational shifts in
phospho-aluminosilicate glasses†
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Understanding the relationships between structure and properties of aluminosilicate glasses is of interest

in magmatic studies as well as for glass applications as mechanical or optical components. Glass

properties may be tailored by the incorporation of additional elements, and here we studied the effect

of phosphate incorporation on refractive index and the degree of ionic bonding in aluminosilicate

glasses. The studied glasses in the system SiO2–Al2O3–Na2O–P2O5 had a metaluminous composition

(Al:Na = 1) with the content of SiO2 ranging from 50 to 70 mol% and of P2O5 from 0 to 7.5 mol%.

Refractive index was measured at four wavelengths from visible to near-infrared and found to decrease

both with increasing P2O5 content (at the expense of NaAlO2) and with increasing SiO2 content (by substi-

tution of SiO4 for AlO4 groups). This trend correlated with a decrease in density while, additionally, the for-

mation of Al–O–P bonds with an SiO2-like structure may account for this change. The degree of ionic

bonding, assessed via optical basicity and oxygen polarisability, decreased with increasing P2O5 and SiO2

content. Despite the complexity of the studied glasses, oxygen polarisability and optical basicity were

found to follow Duffy’s empirical equation for simple oxide glasses. In the high frequency infrared and

Raman spectra, band shifts were observed with increasing P2O5 and SiO2 content. They indicated chan-

ging average bond strength of the glass network and showed a linear correlation with optical basicity.

1 Introduction

Understanding the structure of aluminosilicate glasses is of
great importance both in geological sciences and materials
science. Magmas are melts of aluminosilicate composition,1–6

and aluminosilicate glasses are used in a variety of applications
such as reinforcement fibres in composites,7–10 the entrapment
of radioactive waste,11,12 as optical components such as photo-
nic waveguides and optical amplifiers13,14 and as host media
for high power lasers.15,16 A detailed knowledge of the struc-
ture–property relationships in such glasses is key to tailoring

mechanical and optical properties. The addition of new com-
ponents, such as phosphate, enables manipulation of glass
structure and properties.

The presence of P2O5 as a third network former besides SiO2

and Al2O3 is known to inhibit crystallisation of aluminosilicate
melts, an observation that has been explained by the formation of
Al–O–P bonds.17 In previous studies, we found the presence of
phosphate to reduce glass transition temperature and elastic
moduli, owing to decreases in polymerisation and packing
density.18,19 Additionally, our previous structural analysis by
Raman and NMR spectroscopy supports the presence of Al–O–P
bonds.19,20 In the literature, the formation of these bonds has
been correlated with a change in refractive index in high-silica
(477 mol% SiO2) SiO2–Al2O3–P2O5 glasses.21 The relationship
between phosphate content and refractive index in lower silica
content sodium aluminosilicate glasses still requires investigation.

Phosphate associates not only with aluminate but also with
alkali cations,22–28 iron29 and rare elements.30,31 The inter-
action of phosphate with metal cations not only is of geological
interest for the identification of deposits, but it also affects
the structure of phosphate-containing aluminosilicate glasses.
We have recently identified a competition between aluminate
and phosphate groups for charge-balancing sodium in such
glasses,19 and such ionic interactions we are now investigating
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further by studying the degree of ionic bonding. The overall
bonding in multi-component oxide glasses reflects a mixture of
covalent and ionic interactions. While the average degree of
ionic bonding in some glasses is higher, or more ionic, e.g. in
glasses involving fluorides,32 other glasses, such as vitreous
silica,33 show a lower average degree of ionic bonding, meaning
the average bonding is more covalent. The average degree of
ionic bonding therefore provides an additional means for
interpreting the structure–property relationships in glasses.

For this study, phosphate-containing sodium aluminosili-
cate glasses of metaluminous composition (Al:Na = 1) in the
system SiO2–Al2O3–Na2O–P2O5 were investigated, with SiO2

contents ranging from 50 to 70 mol% and P2O5 contents up
to 7.5 mol%, including phosphate-free reference glasses. The
refractive index was measured and the degree of ionic bonding
was assessed by determining the optical basicity as well as
oxygen polarisability. In addition, we investigated the relation-
ship between the degree of ionic bonding and the average bond
strength in these glasses, as manifested by their high frequency
infrared and Raman band shifts.

2 Experimental
2.1 Glass design and synthesis

Three series of melt-derived metaluminous (Al:Na = 1) alumi-
nosilicate glasses (SiO2–Al2O3–Na2O–P2O5, Table 1) were pre-
pared as described previously.18 In Series i, the silica content
was kept constant and P2O5 substituted for NaAlO2, while in
Series ii and iii, the silica content was increased (by substitut-
ing SiO4 tetrahedra for Na+[AlO4]�) while the phosphate content
was kept fixed at 0 or 7.5 mol% P2O5, respectively. As an EDX
compositional analysis revealed no critical deviation from
nominal values,18 all calculations here are based on nominal
composition. For further analysis, samples were cut and
polished to optical grade.

For analysis of optical basicity, glasses Si60P0, Si60P5 and
Si60P7.5 were doped with lead ions.34 80 g batches of glasses
were prepared. For this purpose, high purity powders
(Fe content o10 ppm) of aluminium hydroxide, quartz, sodium
carbonate and ammonium hydrogen phosphate (NH4H2PO4)

were mixed by stirring with a spoon and then by shaking for
five minutes after placing an alumina ball inside the batch.
Then, Pb2+ was introduced into the batch as PbCO3 (about
100 ppm) by first mixing the lead carbonate with one spoonful
of the batch, and afterwards adding another spoonful of the
batch and mixing again. This process was repeated until the
entire batch was added and mixed with lead carbonate.

Subsequently, the batches were placed into alumina cruci-
bles and heated from room temperature first to 1000 1C at a
heating rate of 5 K min�1 in a high-temperature electrical
furnace (HTK 16/17 FL, Thermconcept, Bremen, Germany)
and kept at this temperature for one hour to allow for evapora-
tion of gases from the mixtures. In a second step, the batch was
heated to 1650 1C at 5 K min�1 and held at this temperature
(3 hours for Si60P0_Pb and Si60P5_Pb and overnight, about 7 to
10 hours, for Si60P7.5_Pb). After quenching in air for a minute,
the crucibles containing the glass melts were moved to an
annealing furnace heated to Tg + 20 K, held there for three
hours and allowed to cool to room temperature inside the
furnace afterwards. Since casting of the melts was not possible
owing to their high viscosity, glass samples were retrieved by
breaking off the alumina crucible walls. For UV-vis measure-
ments, glass samples were cut into small square pieces (about
1–2 mm in thickness) and polished.

Doped glasses were analysed by wavelength-dispersive X-ray
spectrometry (WDX) using a microprobe analyser (JXA-8800 L,
JEOL, Tokyo, Japan). Samples were coated with a thin carbon
layer of approximately 10 nm to avoid charging effects. As
sodium ion diffusion is a known issue, the electron beam was
defocused to a diameter of 100 mm (to lower the dose and
consequently the sample stress) and the stability of the gener-
ated Na-Ka intensity checked for a given time. The analyses
were performed as fully quantitative (standard-related) mea-
surements on four different positions along a line on the
samples. Reference materials used for the analysis were sodium
chloride (for Na), sapphire (for Al), gallium phosphide, GaP
(for P) and SiO2 (for Si). The accumulation time was 60 s for the
characteristic peaks of each element and 2 � 30 s to measure
the corresponding background radiation. The energy of the
exciting electrons was 10 keV and the beam current was 200 nA.
Analysed compositions are shown in Table 3.

Lead contents were analysed by digesting about 100 mg of
glass powder with a mixture of 2 mL of 65% nitric acid, 3 mL of
40% hydrofluoric acid and 3 mL of 70% per chloric acid in
TFM-modified PTFE containers in a pressure digestion system
(DAS, PicoTrace, Bovenden, Germany). Samples were heated to
180 1C over 6 hours, held at that temperature for 12 hours and
cooled down. Acids were removed by heating to 180 1C over four
to five hours in a special evaporating hood and holding that
temperature for 14 hours. After cooling to room temperature,
solids were dissolved in a mixture of 2 mL nitric acid, 0.6 mL
hydrochloric acid and 7 mL of pure water at 150 1C over eight
hours. After cooling to room temperature, samples were trans-
ferred to 25 mL volumetric flasks, filled to 25 mL with pure
water and analysed using inductively coupled plasma mass
spectroscopy (ICP-MS). Analyses were performed in triplicate.

Table 1 Nominal glass compositions (mol%). In the notation used here
(SiXPY), the first number indicates the SiO2 content and the second
number the P2O5 content in mol%

Series Glass SiO2 P2O5 Al2O3 Na2O

i Si60P0 60 — 20 20
Si60P2.5 60 2.5 18.75 18.75
Si60P5 60 5 17.5 17.5
Si60P6.25 60 6.25 16.875 16.875
Si60P7.5 60 7.5 16.25 16.25

ii Si50P0 50 — 25 25
Si60P0 60 — 20 20
Si70P0 70 — 15 15

iii Si50P7.5 50 7.5 21.25 21.25
Si55.5P7.5 55.5 7.5 18.5 18.5
Si60P7.5 60 7.5 16.25 16.25
Si70P7.5 70 7.5 11.25 11.25
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2.2 Refractive index and dispersion

The refractive index was measured at 480, 546.1, 632.8 and
1300 nm to cover the range from the visible to the NIR regime.
For refractive index determination at 632.8 and 1300 nm, a
prism coupler (2010/M Prism Coupler, Metricon, Pennington,
USA) was used with lasers of the respective wavelengths. Pre-
sented refractive indices at 632.8 and 1300 nm are arithmetic
mean values from three to four measurements at different spots
on the samples; errors are given as standard deviations (Table 2).
The indices at 480 and 546.1 nm were measured by Pulfrich
refractometry (PR2, VEB Carl Zeiss, Jena, Germany) with an
experimental uncertainty of �0.001, using a cadmium lamp for
480 nm (F0 line) and a mercury lamp for 546.1 nm (e line).

The dispersion of the glasses was determined by fitting the
refractive index data over the four wavelengths with a two-term
Sellmeier approximation.35

n2ðlÞ ¼ 1þ B1l2

l2 � C1
þ B2l2

l2 � C2
(1)

Here, n is the refractive index, l is the wavelength and B1, C1, B2,
C2 are fitting parameters. This approach is known to yield good
approximations of the dispersion in optical glasses from the UV
to IR range.35 For the dispersion in the visible range, it is
common to just compare the Abbe number ne of different
glasses. For completeness’s sake, we therefore also determined
the Abbe number (available in Table S1, ESI†).36

ne ¼
ne � 1

nF0 � nC0
(2)

Here, ne, nF0 and nC0 are the refractive indices at 546.1, 480 and
644 nm, respectively. The value for nC0 was derived from the
Sellmeier fit.

2.3 Optical basicity and oxygen polarisability

Experimental analyses. The glasses studied here are oxide
glasses, with more than 50% of all atoms being oxygen. There-
fore, the electron distribution around the oxygen is a good
indicator of the overall degree of ionic bonding and was
analysed by calculating optical basicity and oxygen polarisabil-
ity. The optical basicity, L, describes the capacity of oxygen to

donate electrons to neighbouring atoms (as oxygen is a Lewis
base).34,37–39 An increase in the degree of ionic bonding within
a glass will lead to an increase in optical basicity, because the
oxygen then is closer to the O2� anionic state and possesses a
larger electron density to donate to its surroundings.

To measure the optical basicity, Pb2+ was incorporated into
the glasses as probe ions. Experimental optical basicity was
then assessed via UV-visible absorption spectroscopy by mea-
suring the Pb2+ absorption in the UV region due to the 1S0 -
3P1 transition. Discs of Pb2+ doped glass samples were analysed
in the range of 200 to 800 nm using a double beam spectro-
photometer (Cary 5000 UV-Vis-NIR spectrophotometer, Agilent,
Waldbronn, Germany). Measurements were performed at room
temperature with two light sources: deuterium lamp (for UV)
and halogen bulb (for VIS). Experimental optical basicity (Lexp)
was calculated using the equation given below:

Lexp ¼
vfree � vglass

vfree � vCaO
(3)

Here, vfree is the frequency of free (i.e., uncoordinated) Pb2+

ions (60 700 cm�1), vglass is the frequency of Pb2+ ions measured
in the glass, and nCaO is the Pb2+ ion frequency in calcium oxide
(29 700 cm�1).34

Theoretical calculations. In addition, the theoretical optical
basicity, Lth, was calculated, based on tabulated optical basicity
values of the oxide components of the glasses. The corres-
ponding equation may be best understood when given in the
notation by Velli et al.40 for a generalised oxide glass of
composition xA AmOn – xB BpOq – . . . where A and B are cations,
xA and xB molar fractions of the oxides and m, n, p and q the
stoichiometric numbers of the oxides.

Lth ¼
nxA

nxA þ qxB þ . . .
L AmOnð Þ

þ qxB

nxA þ qxB þ . . .
L BpOq

� �
þ . . . (4)

Here, the fractions preceding the optical basicities, L, of the
individual oxides indicate the relative amount of oxygen con-
tributed to the glass by each oxide. Lth was calculated using
eqn (4), with the optical basicities of the oxide components
taken from the literature:37,40 L(SiO2) = 0.48, L(Al2O3) = 0.60,

Table 2 Overview of refractive indices, n (without units), for glasses without (and with) lead doping at wavelengths 480, 546.1, 632.8 and 1300 nm

Series Glass n480 n546.1 n632.8 n1300

Series i (Pb) Si60P0 1.5109 � 0.0005 1.5066 � 0.0005 1.5036 � 0.0001 1.4925 � 0.0008
(1.504 � 0.001) (1.492 � 0.001)

Si60P2.5 1.5048 � 0.0005 1.5007 � 0.0005 1.4967 � 0.0005 1.4857 � 0.0001
Si60P5 1.4985 � 0.0003 1.4944 � 0.0003 1.4913 � 0.0001 1.4810 � 0.0004

(1.493 � 0.002) (1.483 � 0.001)
Si60P6.25 1.4954 � 0.0005 1.4912 � 0.0005 1.4884 � 0.0002 1.4780 � 0.0003
Si60P7.5 1.4924 � 0.0005 1.4885 � 0.0005 1.4864 � 0.0007 1.4756 � 0.0006

(1.489 � 0.003) (1.480 � 0.004)
Series ii Si50P0 1.5212 � 0.0005 1.5166 � 0.0005 1.5130 � 0.0001 1.5012 � 0.0002

Si60P0 1.5109 � 0.0005 1.5066 � 0.0005 1.5036 � 0.0001 1.4925 � 0.0008
Si70P0 1.5007 � 0.0005 1.4966 � 0.0005 1.4944 � 0.0001 1.4836 � 0.0001

Series iii Si50P7.5 1.5018 � 0.0003 1.4976 � 0.0003 1.4953 � 0.0008 1.4842 � 0.0011
Si55.5P7.5 1.4966 � 0.0005 1.4926 � 0.0005 1.4898 � 0.0002 1.4792 � 0.0001
Si60P7.5 1.4924 � 0.0005 1.4885 � 0.0005 1.4864 � 0.0007 1.4756 � 0.0006
Si70P7.5 1.4824 � 0.0010 1.4788 � 0.0010 1.4773 � 0.0020 1.4663 � 0.0013
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L(Na2O) = 1.15 and L(P2O5) = 0.33. Errors of Lth were estimated
to be about 0.01.

We complemented the optical basicity with another measure
of the degree of ionic bonding, which was derived from
experimental data: the (partial molar) oxygen polarisability,
aO

2�. A high oxygen polarisability indicates large electron density
around the oxygen, which is then closer to being an O2� anion,
i.e. the glass has a higher degree of ionic bonding. To derive
aO

2�, one first needs to calculate the molar electronic polarisa-
bility, am, from measured values of refractive index and density.
This was done using the Lorentz–Lorenz relationship.37

am ¼
3Vm

4pNA
� n

2 � 1

n2 þ 2
(5)

Here, NA is Avogadro’s number and n is the refractive index, at
632.8 nm for this study. Vm is the molar volume, derived from
density, r (density data published in ref. 18), and the molar
weight, Mi, of each glass component weighted by its molar

fraction, xi, using Vm ¼
1

r
P
i

xiMi. The molar electronic polari-

sability represents a sum of the partial molar polarisabilities of
all constituent ions, weighted with respect to their respective
molar fractions, Fi

37

am ¼ FO
2� � aO2� þ

X

cat

Fcat � acat (6)

For the cations (cat), Fcat is the product of the molar fraction of
the cation’s respective oxide and the cation’s stoichiometric
number within the oxide. For example, FAl

3+ is 2 � x(Al2O3).
For FO

2�, contributions from the individual oxide components
were calculated the same way and then summarised. The partial
molar polarisabilities of the cations have been found to be
constant regardless of the chemical environment, while the
partial molar oxygen polarisability changes depending on the
surroundings of the oxygen anion.37 The partial molar oxygen
polarisability, aO

2�, was therefore calculated from am using
eqn (6), nominal glass compositions and tabulated partial molar
cation polarisabilities taken from the literature:37,40,41 am(Si4+) =
0.033 Å3, am(Al3+) = 0.052 Å3, am(P5+) = 0.021 Å3 and am(Na+) =
0.179 Å3. Errors of aO

2� were estimated by error propagation of
the experimental errors of density and refractive index.

2.4 Vibrational spectroscopy

Infrared spectroscopy. Infrared (IR) spectra in the medium-
and far-infrared range (MIR and FIR) range were recorded on a
vacuum Fourier transformation IR spectrometer (FTIR) in
quasi-specular reflectance mode (Vertex 80v, Bruker, Karlsruhe,
Germany). FIR and MIR spectra were merged and spectra of
the absorption coefficient were calculated using the Kramers–
Kronig transformation as detailed previously.19

Raman spectroscopy. Raman spectra were measured by
Raman microscopy (invia Raman Microscope, Renishaw,
Wotton-under-Edge, UK), with an objective lens with 50�
magnification and at room temperature, using a 0.75 numerical
aperture and the 514.5 nm line of an argon ion laser. A linear
baseline was subtracted from the high frequency spectral

region between 800 and 1300 cm�1, with the baseline points
fitted to the individual minimum intensities before and after
the high frequency bands. Raman spectra were then normal-
ised to the integrated area of the high frequency region.

The high frequency Raman spectra were deconvoluted to
investigate band shifts. Prior to deconvolution, spectra were
normalised to the maximum of the high frequency envelope.
The number of deconvoluted bands (three for phosphate-free
glasses, five for phosphate-containing glasses) was chosen to
match the number of bands identified by parallel-polarised and
cross-polarised Raman spectra published previously.19 Fitting
of Gaussian bands was carried out with the Levenberg–Mar-
quardt algorithm implemented in the software package Origin
(OriginLab, Northampton, USA). Except for manually choosing
starting position and amplitude, no further constraints were
applied to the Gaussian fitting parameters. Output band posi-
tions were evaluated; error bars show standard errors.

3 Results and discussion
3.1 Refractive index

The dependency of refractive index (Table 2) on wavelength, i.e.
the dispersion, was similar for all studied glasses and showed
the typical non-linear increase of refractive index towards
shorter wavelengths (exemplified in Fig. 1 for the series with
increasing P2O5 content; for other series refer to Fig. S1, ESI†).
The dispersion relation between 480 and 1300 nm was deter-
mined for all glasses using a two-term Sellmeier approximation
(eqn (3), dashed lines in Fig. 1 and Fig. S1, ESI†), which
yielded good fits of the data (R2 4 0.98) for all glasses, see
Table S1 (ESI†).

In the literature, the only comparable glass compositions
with reported refractive index are phosphate-free metaluminous
aluminosilicate glasses (indicated by + and � in Fig. 2b).42–44

Their reported refractive indices are in good agreement with the
present study.

The compositional trends of the refractive index were simi-
lar for all tested wavelengths, shifting the dispersion curves in a
uniform fashion. The trends are exemplarily shown for
632.8 nm in Fig. 2. The refractive index decreased both with
increasing phosphate content (substitution of P2O5 for NaAlO2,
Fig. 2a) and with increasing silica content (substitution of SiO4

for Na+[AlO4]� tetrahedra, Fig. 2b). This decrease matched with
a simultaneous decrease in packing density that was published
elsewhere.18 A decrease in packing density can be expected to
cause a decrease in the average electron density of the glasses;
this will subsequently affect the refractive index, since refrac-
tion is based on the interaction of light with the electrons of
matter.45 In compositional terms, the decrease of refractive
index with increasing silica content (Fig. 2b) may be explained
by it approaching the lower refractive index value of vitreous
silica, which for the studied wavelengths ranges from 1.44 to
1.46.46 As these metaluminous glasses by design share a near-
fully polymerised network structure with vitreous silica, the
increasing silica content simply implies replacing SiO4 for
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Na+[AlO4]� tetrahedra with no major structural changes dis-
turbing the refractive index trend. This is supported by earlier
findings on these glasses by solid-state NMR, showing that the
network forming elements silicon, phosphorus and aluminium
all maintain a fourfold coordination.20,47 For aluminium we
confirmed this by X-ray absorption spectroscopy.19

A composition-based explanation for the decreasing refrac-
tive index upon increasing phosphate content (Fig. 1 and 2a)
may be found in a study by DiGiovanni et al. who investigated
the refractive index of glasses in the system SiO2–Al2O3–P2O5.21

For constant silica content and Al/P ratio approaching unity,
their refractive indices decreased to values approaching that of
vitreous silica. These conditions match the compositional
trend of Fig. 2a, i.e. Al/P ratio slowly approaching unity, despite
the lack of sodium in their glasses. DiGiovanni et al. have
ascribed the decreasing refractive index to the formation of
Al–O–P bonds,21 with the resulting AlPO4 units having the same
structure as SiO2, and thus similar refractive properties. Such

Al–O–P bonds were also found for the glasses studied here
by means of solid-state NMR20 and Raman spectroscopy.19

The NMR analysis on these glasses revealed that with increas-
ing phosphate content the relative amount of fully poly-
merised phosphate groups similar to those in AlPO4

increased with regard to depolymerised phosphate groups.20

Advanced solid-state NMR approaches by 27Al{31P}-REDOR
and 31P{27Al}-REAPDOR NMR indicated that in average each
aluminate tetrahedron is connected to at least one phosphate
tetrahedron and each phosphate tetrahedron to 2.5 aluminate
tetrahedra.20 There is no phase separation to be expected
either, as 29Si{27Al}-REAPDOR NMR indicated an average of
2.5 Al neighbours for each Si. We therefore conclude that the
presence of Al–O–P bonds with a structure similar to SiO2

explains the decreasing refractive index upon increasing
phosphate content.

A question remaining is whether metaphosphate groups
(QP

2; where in the notation QT
i the T marks the element at

the centre of a tetrahedral group and i is the number of
bridging oxygen bonds of this group) which are not bound to
aluminium may have a major contribution to the decreasing
refractive index upon increasing phosphate content. The refractive
index of pure sodium metaphosphate glass (NaPO3) at 546.1 nm
is 1.4859,48 just below the value measured for glass Si60P7.5
(1.4885). Given the much lower phosphate content in glass
Si60P7.5, the contribution of metaphosphate groups to the overall
refractive index decrease is therefore assumed to be small com-
pared to the Al–O–P contribution.

Looking again at the dispersion curves from a wider struc-
tural viewpoint (Fig. 1 and Fig. S1, ESI†), it is interesting to note
that their shift to lower refractive indices is linked to a change
in distance between the UV and IR absorption edges.35 The IR
absorption edge corresponds to the highest frequency of the
infrared absorption bands. As will be discussed later, these
infrared absorption bands shift to higher frequency with
increasing P2O5 and SiO2 contents, thus slightly reducing the
gap between IR and UV absorption edge. The simultaneous

Fig. 1 Changes in refractive index with wavelength for the glass series
with increasing P2O5 content and constant 60 mol% SiO2. Dashed lines are
fits with a two-term Sellmeier approximation (details in ESI†).

Fig. 2 Changes in refractive index at 632.8 nm with (a) increasing P2O5 content and constant 60 mol% SiO2 and (b) increasing SiO2 content and constant
P2O5 contents of 0 mol% (black squares) or 7.5 mol% (orange circles). Literature values (+, �) for 0 mol% P2O5 glasses are shown for comparison: (+),42

(�).43,44 In (a), closed symbols refer to Pb-free glasses and open symbols to Pb-doped glasses.
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dispersion shift to lower refractive indices therefore correlates
with the vibrational shifts discussed later on.

3.2 Optical basicity and oxygen polarisability

The measured Pb2+ absorption band, due to the 1S0 - 3P1

electronic transition, is shown in Fig. 3 for the three Pb2+-doped
glasses of Series i. An increase in the phosphate content caused
the shift of this band maximum (vglass in eqn (3)) to higher
frequencies (Fig. 3). This leads to lower values of the experi-
mental optical basicity (Lexp) as shown in Fig. 4a, and listed
also in Table S2 (ESI†). The measurement of optical basicity by
UV-vis spectroscopy is cumbersome since it requires additional
preparation of lead-doped glasses. Here, this was only done for
three glass compositions (0, 5 and 7.5 mol% SiO2). The ana-
lysed compositions are shown in Table 3. Similar lead concen-
trations have been obtained for all three compositions. The
concentrations of the other components are in agreement with
an earlier compositional analysis on the lead-free glasses.18

The measured basicities can be compared to calculated
optical basicity which bears the underlying assumption of
additivity of the basicities of the simple oxide components.
The measured optical basicity values are systematically slightly
lower than the calculated ones but within the error bar. The
good agreement with the theoretical value is here confirmed.

At this point one should remark that theoretical and
measured optical basicity are not necessarily identical. The theo-
retical optical basicity represents an average value calculated from
the glass composition, whereas the UV-vis measurement probes
the electronic state of Pb2+ ions which are only available in trace
amounts and which do not necessarily track all available oxygen
configurations. Looking at size and charge first, Pb2+ ions have an
ionic radius and field strength comparable to that of alkaline
earth elements.49,50 They might therefore occupy sites different
from the modifier Na+ used in the present glasses. Indeed, Pb2+

ions have been found earlier to exhibit bonding preferences or
create new sites of their own,51 as was confirmed in alkali borate

glasses.52 In mixed fluoride-phosphate glasses, Pb2+ probe ions
were indicating higher than average optical basicity, caused by
preferential association with highly depolymerised phosphate
groups.40 In borosilicate glasses that were investigated for optical
basicity by using Mn2+ probe ions, the Mn2+ was found to prefer
borate sites over silicate sites.53 As pointed out by Möncke et al.,54

the probe ions show a bonding preference to groups with more
non-bridging oxygen, i.e. sites with a higher local optical basicity.
Using the definition of group basicity by Duffy and Ingram,34 the
calculated group basicities for the network forming tetrahedral
groups are L(QAl

4) = 0.70, L(QSi
4) = 0.48, L(QP

4) = 0.25 and
L(QP

2) = 0.50. Based on that, one may expect a preference of
Pb2+ for depolymerised QP

2 groups over fully polymerised QP
4

groups, yet the more abundant groups QSi
4 and QAl

4 offer local
basicities that are comparable or even higher. Silicate and alumi-
nate groups were found earlier to be evenly distributed within the
present glasses.20 Given this, Pb2+ ions may also be expected to
probe multiple of the glasses’ potential sites. This is supported by
the good agreement between measured and calculated optical
basicity. The slightly lower measured values might rather indicate
some preference of Pb2+ for phosphate over silicate or aluminate,
but the deviation from calculated basicities is within error. As
shown further below, the oxygen polarisability, based on experi-
mental values for density and refractive index, also agrees well
with the calculated optical basicity values. The coefficients used
provided a good approximation in this extrapolated chemical
composition domain. The calculated optical basicities are there-
fore considered reliable.

Optical basicity and oxygen polarisability decreased with increas-
ing phosphate content (Fig. 4a, c and Table S2, ESI†) as well as with
increasing silica content (Fig. 4b and d). This decrease corresponds
to a shift in average chemical bonding character from ionic to
covalent. For increasing silica content, this increasing covalency is
caused by the substitution of SiO4 for Na+[AlO4]� tetrahedra. An
increase in P2O5 content by 7.5 mol% resulted in a comparable
decrease in optical basicity as an increase in silica content by about
20 mol% (Fig. 4a and b). This cannot be explained by a replacement
of Al3+ and Na+ ions by P2O5 alone, and an additional factor may be
the strong Lewis acid character of P5+ cations. As strong electron
acceptors, they withdraw electron density from the surrounding
bridging oxygen atoms. Since the charge density available to oxide
anions in glasses is variable depending on the degree of ionic
bonding, an oxide anion bonded to a highly positively charged
cation like P5+ will have an effective charge that differs from the
ideal ionic case of �2. The bridging oxygen bond involving such an
oxygen anion is therefore more covalent.55

Oxygen polarisability and optical basicity are two different
means of probing the average degree of ionic bonding, and Duffy,
one of the creators of the optical basicity concept,34,37–39,56 found
an empirical, nonlinear relationship between the two properties:57

Lth ¼
3:133aO2� � 2:868ð Þ0:5

1:567
� 0:362 (7)

This relationship was first shown to exist for binary calcium
silicate glasses57 and later for more oxide glass systems,58,59

Fig. 3 Spectra of the UV-vis absorption coefficient for the three Pb-
doped glasses with 0 to 7.5 mol% P2O5 (Series i, Table S2, ESI†). The blue
shift of the Pb2+ 1S0 - 3P1 absorption band with increasing P2O5 content,
and thus changing optical basicity, is indicated.
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including simple aluminosilicate glasses,60 but it is not valid for
all glass systems. Especially when oxygen is no longer the only
present anionic species, e.g. in oxyfluoride or oxynitride glasses,
more elaborated relationships between optical basicity and
oxygen polarisability have to be applied.40,54 For the glasses
reported here, however, the relationship matches well as shown
in Fig. 5. The deviation from eqn (7) (green dash-dotted line in
Fig. 5) is minor and can only be seen under magnification (inset
of Fig. 5). This adherence to eqn (7), despite the phospho-
aluminosilicate glasses’ complexity in composition and structure
when compared to simple (alumino-)silicate glasses, reflects the
all-oxidic nature of the studied glasses. With the validity of
eqn (7) and with the good agreement between the measured
and calculated optical basicities (Fig. 4), we are confident that
the calculated theoretical optical basicities represent a valid
measure of the average degree of ionic bonding, on which we
will build when interpreting vibrational shifts further below.

3.3 Vibrational spectroscopy

High frequency IR and Raman envelopes. Both IR and
Raman high frequency envelopes (above 800 cm�1) were found

to shift to higher wavenumbers with increasing P2O5 content
and with increasing SiO2 content (Fig. S2, ESI†). The individual
bands constituting the high frequency envelopes represent the
stretching vibrations of the tetrahedral groups within the glass
structure, while additional vibrational modes like bending and
rocking of network units are recorded at lower frequencies.
Detailed band assignments in the entire IR and Raman spectra
have been discussed previously,19 and a summary of results is
provided in the ESI,† including a list of all relevant IR and
Raman bands and their assignments (Table S3, ESI†). The shift
of the entire IR and Raman high frequency envelopes to higher
wavenumbers indicates that all bands constituting these envel-
opes are affected by compositional variations, which induce
changes in bonding of oxygen with the glass forming cations.
This is supported by cross-polarisation analysis of the Raman
spectra, as all additional bands revealed by cross-polarisation
also displayed shifts to higher wavenumbers with increasing
P2O5 and SiO2 content.19

The shift of the individual bands was further investigated by
deconvolution of the Raman spectra (Fig. S3 and S4 (ESI†) and
Fig. 6). The three bands used for deconvolution of phosphate-

Fig. 4 Changes in (a,b) optical basicity and (c,d) oxygen polarisability with (a,c) increasing P2O5 content and constant 60 mol% SiO2 and (b,d) increasing
SiO2 content and constant P2O5 contents of 0 mol% (black squares) or 7.5 mol% (orange circles). In (a), closed symbols refer to Pb-free glasses (Ltheor

calculated from eqn (4)) and open symbols to Pb-doped glasses (experimental values, Lexp).

Table 3 Analysed glass compositions of lead-doped samples from WDX analyses (SiO2, P2O5, Al2O3 and Na2O, in mol%) and lead doping concentration
from total digestion (in mg g�1). Results are shown as mean values � standard deviation

Glass SiO2 P2O5 Al2O3 Na2O Pb

Si60P0_Pb 60.8 � 0.1 0.0054 � 0.007 20.9 � 0.4 18.3 � 0.6 58.8 � 6.1
Si60P5_Pb 62.7 � 1.1 5.1 � 1.0 16.6 � 0.9 15.6 � 0.4 63.4 � 5.9
Si60P7.5_Pb 57.5 � 2.6 6.5 � 1.5 19.8 � 2.0 16.1 � 0.7 61.6 � 5.9
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free glasses were interpreted as the T2s, QSi/Al
4,low and QSi/Al

4,high

modes (Fig. S3, ESI†). Here the notation QSi/Al
4,high and

QSi/Al
4,low indicates stretching of QSi/Al

4 units with larger
and smaller intertetrahedral angles, respectively, while T2s

corresponds to the stretching of Q4 units where two oxygens
move toward the tetrahedral centre and the other two move
away from it, regardless of their intertetrahedral angle.19 The
two additional bands used for deconvolution of phosphate-
containing glasses were assigned to the symmetric and asym-
metric stretching of QP

2 units, ns(QP
2) and nas(QP

2), respectively
(Fig. S4, ESI†). All deconvolutions showed a good agreement
between experimental data and fitted models. The residuals
remained low, below 3% of the maximum spectral intensity.
They were more random for the phosphate-containing
glasses than for the phosphate-free ones. This is probably
caused by their larger number of fitted bands. The largest non-
randomness of the residual was found for glass Si50P0, and it is
probably caused by luminescence observed for this glass.

The deconvolution of the phosphate-free glasses is in agree-
ment with earlier studies,1,61–63 including similarly low residuals
and a similar remaining non-randomness of the residuals. With
increasing P2O5 content, the three aluminosilicate bands gradu-
ally decreased in intensity while the phosphate bands, especially
ns(QP

2), increased in intensity in line with the incorporation of
the new component. All deconvoluted bands were found to shift
to higher wavenumbers with increasing SiO2 and P2O5 content
(Fig. 6). However, the positions of the fitted and the experimental
band only agreed for the maximum band of each individual
spectrum, even though positions of all bands were known
experimentally from cross-polarisation Raman spectra.19 As the
remaining bands were hidden in the unpolarised spectra used
for deconvolution, the fitting process converged to different

positions because no constraints were applied on the position
parameter of the fits. Considering these uncertainties, no further
analysis of relative band areas will be attempted here. The results
of the deconvolution shown in Fig. 6 are consistent with the
observation that the high frequency Raman envelopes shift to
higher wavenumbers with increasing SiO2 and P2O5 content.

In the literature, such a shift of the high frequency vibrational
bands of phosphate-free metaluminous aluminosilicate glasses
and crystals has been related to a change in Al/Si ratio.1,62,64,65 As
Al–O bonds are weaker than Si–O bonds,42,66,67 the average bond
strength within the glasses increases with increasing SiO2 content.
The continuity of the shift has been taken as evidence of random
mixing between Al and Si units, and this argument has been
supported by X-ray scattering experiments.43 However, in the
phosphate-containing glasses studied here, a change in Al/Si ratio
may not be the only reason for shifting bands, as an increase in
P2O5 content may also affect the shifts, owing to P–O bonds being
even stronger than Si–O or Al–O bonds.25,68,69 Shifts of phosphate-
related bands do indicate changes in P–O bond strength caused
by interaction with neighbouring groups.68 Here, the shift of
phosphate-related Raman bands with SiO2 content (i.e. Al/Si ratio)
at constant P2O5 content (e.g. main band in Fig. S2f, ESI†)
suggests that phosphate groups are linked to the aluminosilicate
network and are, thus, affected by changes of vibrational fre-
quency within the aluminosilicate network. This is supported by
our solid-state NMR and vibrational analyses published earlier
where we found Al–O–P bond formation.19,20 The weak shift of the
phosphate-related Raman maximum in Fig. S2b (ESI†) may also
be caused by changes in P2O5 content.

Note that not all bands shifted equally. For example,
the phosphate-related main band shifted much less (about
25 cm�1; Fig. S2f, ESI†) with SiO2 content than the alumino-
silicate-related main band (about 80 cm�1; Fig. S2d, ESI†). Such
a pronounced difference is likely to have additional reasons
besides small variations in Al/Si ratio between phosphate-
containing and phosphate-free glasses. Presumably, owing to
the reduced connectivity of QP

2 units to the network, frequency
shifts of neighbouring aluminosilicate units may have less
influence on the vibrational frequency of the phosphate band.
In addition, a previous depolarisation Raman analysis of these
glasses indicated a preference of phosphate to bind to alumi-
nate groups situated in smaller rings of the glass network
structure.19 Structural changes in the larger rings may therefore
have less effect on the shifting of phosphate bands.

Even in phosphate-free glasses not all bands shifted equally.
The Raman high frequency maximum (shift of about 80 cm�1;
Fig. S2d, ESI†) was affected much more by Al/Si ratio than the
IR maximum (shift of about 40 cm�1; Fig. S2c, ESI†). As the
Raman high-frequency envelope corresponds mainly to sym-
metric stretching vibrations and the IR envelope to asymmetric
ones, symmetric stretching vibrations seem to have been more
affected by changes in Al/Si ratio than the asymmetric ones.
It is possible that not all vibrational modes equally reflect the
bonding between the different network formers. Cicconi et al.61

suggested that aluminate tetrahedra in sodium aluminosilicate
glasses rather have a more pronounced tendency to turn into

Fig. 5 Relationship between oxygen polarisability and optical basicity for
the studied glasses. Compositional changes are indicated by the grey
arrow. The green dash-dotted line represents eqn (7) as reported by
Duffy57 for simple oxide glasses. The inset shows a magnification of the
studied compositional range. (Black squares: increasing P2O5 content
and const. 60 mol% SiO2; orange circles: increasing SiO2 content and
const. 0 mol% P2O5; blue triangles: increasing SiO2 content and const.
7.5 mol% P2O5.)
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QAl
4,low units (smaller inter-tetrahedral bond angle) than

QAl
4,high units. Their Raman analysis was supported by

previous molecular orbital calculations and X-ray scattering
experiments,70 and showed that an increase in aluminium
content in a metaluminous system decreases the average
inter-tetrahedral bond angle. While the Raman band maximum
(Fig. S2d, ESI†) corresponds to QSi/Al

4,low units, the IR band
maximum (Fig. S2c, ESI†) corresponds to a different vibration.
This may explain why the IR maximum shifted less with Al/
Si ratio.

Correlation between high frequency IR and Raman envelopes
and optical basicity. Considering the findings presented above,
the shift of the entire high frequency envelope should not just be
characterised by the shift of one component band alone, but all
bands constituting the envelope should be taken into account.
Regarding this point, we note that early far-IR studies of alkali
borate,71–73 aluminosilicate74 and germanate75 glasses revealed
the presence of two component bands with frequencies oH and
oL which scale approximately with the inverse of the square root
of alkali cation mass and were, therefore, associated with vibra-
tions of metal cations in two site distributions H and L. The glass
composition was found to affect frequencies oH and oL, with
both frequencies increasing upon increasing the alkali oxide
content. To quantify this behaviour, an ‘‘average’’ type of cation-
hosting site was defined58,76–78 with its effective cation motion
frequency, oeff, written as

oeff = (fHoH
2 + fLoL

2)1/2 (8)

where the weighting factors, fH and fL were calculated by fH(L) =
AH(L)/(AH + AL), with AH and AL being the integrated intensities
of the two far-IR component bands H and L. In addition, the

effective frequency oeff and the theoretical optical basicity Lth

were found to be linearly related,

oeff = a + bLth (9)

The coefficients a and b are obtained by least squares fitting,
and they were found to depend on the glass-forming system
and the glass-modifying cation.58,76,78

In principle, the above approach could be applied to calcu-
late effective frequencies oeff for the high frequency IR and
Raman envelopes based on the results of fitting with three (Fig.
S3, ESI†) or five (Fig. S4, ESI†) component bands. However,
consideration of more than two component bands in the fitting
process introduces uncertainties in the position oi and the
relative integrated intensity fi of the component bands and,
thus, uncertainties in the determination of oeff since oeff =
(Sfioi

2)1/2, where i = 3 (Fig. S3, ESI†) or 5 (Fig. S4, ESI†). To
overcome this problem, we determine here an effective fre-
quency oeff by calculating the centre of gravity (COG) of the
high frequency envelope, after prior subtraction of a linear
baseline from the integrated region.

ÐCOG

low IðoÞdoÐ up
lowIðoÞdo

¼ 1

2
(10)

Here, the COG describes the wavenumber (oeff) which divides
the integrated region into two parts of equal area. I(o) is the IR/
Raman intensity and o the frequency in cm�1. The lower and
upper integration limits are denoted in eqn (10) by low and up,
respectively. The limits were chosen at the positions of the
intensity minima which confined the high frequency IR/Raman
region. The composition dependence of the calculated COG

Fig. 6 Positions of the deconvoluted Raman bands with (a) increasing SiO2 content in phosphate-free glasses and (b) increasing P2O5 content and
constant 60 mol% SiO2. Black and dark green symbols (’,K,m) correspond to aluminosilicate bands, orange symbols (.,~) to phosphate-related bands.
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values is provided in Fig. S5 and listed in Table S2 (ESI†).
Clearly the COG positions depend on the glass composition.

In order to check whether this COG calculation is justified
and does not oversimplify the band shift analyses, the COG
shift needs to be compared with an independent measure of
average bond strength. A simple correlation of the COG shift
with Al/Si ratio would neglect contributions by P and Na. In
order to take all glass components into account, the theoretical
optical basicity Lth was chosen as an alternative measure of
average bond strength as was done previously.58,76,78 The
relationship of Lth with the degree of ionic bonding in glass
allows us to relate it to the measured changes in vibrational
frequency. Decreasing optical basicity indicates a higher degree
of covalent bonding37 and, since covalent bonds are more
directional, the bond strength along the bond axis would
increase.79 Therefore, the average bond strength of the glass
network should increase with decreasing optical basicity,
resulting in higher frequency of the stretching vibration modes
in the high frequency IR/Raman spectra. This reasoning is
supported by the good correlation between theoretical optical
basicity and the high frequency COG (in cm�1) of the IR and
Raman spectra for the three glass series studied here (Fig. 7).

COG = g � dLth (11)

The fitting parameters take the values for IR: g = 1535 �
27 cm�1, d = 886 � 49 cm�1, R2 = 0.976, and for Raman:
g =1543 � 41 cm�1, d = 880 � 74 cm�1, R2 = 0.946. The results
show that the intercept and slope of the IR data are very close to
those of the Raman data. Comparison of eqn (9) and (11) shows
that optical basicity has opposite effects on the average vibra-
tion frequencies of the glass-modifying cation (M) against its
oxygen site, oM–O, and the glass-forming cation (F) against its
bonded oxygen, oF–O, with F = Si, P, Al. When Lth increases the
covalent/ionic F–O bonding weakens and oF–O (COG) decreases
(eqn (11)), while the ionic M–O bonding strengthens and oM–O

(oeff) increases as expressed by eqn (9).58,76,78 The force con-
stants within phosphate-free metaluminous aluminosilicate
glasses, determined earlier by model calculations, have been
found to increase with decreasing Al/Si ratio, accompanied by
similar vibrational shifts as the ones found here.1,80 Although
these studies did not consider optical basicity to quantify
the average covalent/ionic bonding in the glass network, their
results are in qualitative agreement with our findings. To our
knowledge, no similar investigations have been published so
far on phosphate-containing aluminosilicate glasses.

The trends of IR/Raman COG versus optical basicity of all
three glass series studied here appear to form a single straight
line (indicated by the dash-dotted lines in Fig. 7), as compared
to different COG trends versus composition demonstrated in
Fig. S5 (ESI†). Still, several limitations are to be taken into
account when assuming a linear correlation between optical
basicity and bond stretching vibrational frequency. First, a
direct correlation between the changing average bond strength
and the shifts of vibrational frequencies may only be true in the
absence of network polymerisation changes. The only major
depolymerisation here was found for increasing P2O5 content;19

however, depolymerisation would shift the high frequency
envelope to lower wavenumbers81–85 rather than to higher
wavenumbers as observed here. The increasing average bond
strength caused by phosphate incorporation seems to outweigh
the influence of depolymerisation on the vibrational frequency.
Depolymerisation may, however, be responsible for the devia-
tion of the Raman COG shift from the straight line in Fig. 7b, as
expressed by the lower R2 value. Another potential influence
may come from the different Raman scattering powers of the
three network former species, especially the larger polarisability
of the non-bridging oxygen containing metaphosphate species,
QP

2, as compared to the bridging oxygen containing silicate and
aluminate species (QSi/Al

4). The scattering power affects Raman
band intensities, so that metaphosphate bands have larger
relative contribution to COG calculations than contributions
from aluminosilicate bands. This, too, may explain why the
Raman data (Fig. 7b) showed a lower R2 value (i.e. larger
deviation from the straight line) than the IR data (Fig. 7a). The
optical basicity may also be influenced by changes in coordina-
tion number of the network formers.34,77,86,87 However, here, no
coordination changes were detected by solid-state NMR and
XANES spectroscopy.19,20

The linear correlation between the high frequency COG
over optical basicity for the three glass series studied here
requires further investigation especially in simpler binary glass
systems such as silicate and phosphate glasses, where network

Fig. 7 Position of the centre of gravity (COG) of the high frequency
envelope of IR (a) and Raman spectra (b) with respect to the optical
basicity of the studied glasses. Blue triangles: 60 mol% SiO2 and varying
P2O5 content. Black squares: 0 mol% P2O5 and varying SiO2 content.
Orange circles: 7.5 mol% P2O5 and varying SiO2 content. (Lines are linear
fits. R2 values are 0.976 for IR and 0.946 for Raman data.)
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polymerisation and network former coordination are well known.
This may provide deeper insights into how the degree of covalent/
ionic bonding affects various aspects of glass structure.

4 Conclusions

Here, we have investigated refractive index, degree of ionic
bonding and vibrational shifts in metaluminous (Al:Na = 1)
phospho-aluminosilicate glasses SiO2–Al2O3–Na2O–P2O5 with
SiO2 content between 50 and 70 mol% and P2O5 content
varying from 0 to 7.5 mol%. The results indicated changes
towards a more covalent bonding character within the glass
network with increasing SiO2 or P2O5 contents. Despite the
complexity of the studied glass system, the relationship
between optical basicity and oxygen polarisability was found
to agree well with Duffy’s empirical equation established for
simple oxide glasses. Vibrational shifts in the high frequency
infrared and Raman spectra were interpreted in terms of
changing glass composition. Here we observed also that not
all component bands shifted equally upon compositional
changes. In case of phosphate-related bands this was explained
by metaphosphate QP

2 groups being less connected to the
surrounding network than the QSi/Al

4 groups. The averaged
shift of the high frequency IR and Raman spectra, obtained
by calculating their centre of gravity, showed linear correlation
with the theoretical optical basicity. This implies that, in the
absence of other factors, the degree of covalent/ionic bonding
and the average bond strength in such glasses may be esti-
mated in a simple approach by vibrational spectroscopy. These
results highlight that in case of glass and melts, such a simple
approach is sufficient to predict many properties. We see
clearly that the optical basicity and the internal modes frequen-
cies are linear with the chemical composition. In this last case,
the shown correlation of the high frequency vibration is in good
agreement with the additivity of heat capacity at high tempera-
ture of the glasses and the melts.88
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